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General description:

Posts collection, for delimiting public spaces.
Squared aluminum column and steel base painted.
3m tape.

Designer: STC Studio.
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Consult for special dimensions or any other modification.

SI units: mm and inches.

Finishes:

*Polyester paint 

matte white 
RAL 9003

matte white 
RAL 9003

black blue

satin black
RAL 9011

textured black
RAL 9011

satin black
RAL 9011

red

textured 
forged grey

textured 
forged grey

BASE, BOX and TEEXP TECHECOLUMN

TAPE

Technical description:

TEPIE
·Material:

box: steel
column: aluminum
base: steel

·Dimensions: 325x325x973 mm 
12.79x12.79x38.31’’

TEPIE
·Material: steel
·Dimensions: 130x98.5x125 mm 
5.12x3.87x4.92’’

TECHE
·Material: steel
·Dimensions: 15x90x11 mm 
0.59x0.43x3.54’’

Maintenance:

-Polyester Paint:
For dry dirt (dust), use a damp cloth. For greasy/oily stains (fingerprints), wipe with a sponge with water and dishwashing liquid. 
Rinse with a damp cloth. Avoid using products containing solvents and/or pure ethyl alcohol.

-Aluminium-metal-glass-melamine-plastic:
We recommend using normal cleaning products for delicate surfaces. Alcohol, solvents and abrasive agents must be avoided.
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Assembly:


